


• Smaller closed side settings can be often used depending on application 
and production requirements. For a performance estimation for your specific 
application, please contact Metso Minerals. 

The above figures represent through the crusher capacities, which are 
based on a feed material with an average specific gravity of 2.7 t/mJ, 
a maximum feed size that will enter the crusher without bridging and 
material finer than the crushers closed side setting removed. The capacities 
may vary depending on the feeding method and on feed characteristics 
such as gradation, bulk density, moisture, clay content and crushability. 

A Nordberg C7 7 0 jaw crusher 
in a stationary installation. 
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High performance 

Measurement of the crusher's closed side setting varies depending on the 
jaw profile that is being used and has an impact 6n the crusher's capacity 
and product gradation. The following factors will enhance crusher capacity 
and performance: 

1. Proper selection of the jaws. 
2. Proper feed gradation. 
3. Controlled feed rate. 
4. Sufficient feeder capacity and width. 
5. Adequate crusher discharge area. 
6. Discharge conveyor sized to convey maximum crusher capacity. 

Indicative product gradation 

r--

rill ~-~(' h ~ 
. 'L I 'f ~ - I-

V/l - -~r 

1 I I! 

fl v v !-- -; v I I 

v /Z ) v 
!-

//. ~ v /. ,....~ 
~ r;a ~ ·--

~ 
~ I I 

10 
I 

100 l I 1000 

9 


